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Kanalname einer Axis Kamera auf Dahua Rekorder dndern

Im Axis Web-Interface unter Basic Setup > Video Stream > Overlay Settings den Haken bei
"include Text" aktivieren.

AXISa AXIS M3114 Network Camera Live View | Setup | Help

ideo Stream Settings (2]

Image H.264 MIPEG

- Basic Setup
Instructions
1 Users
2 TCR/IP mage Appearance

Resolution: 1280x720 (16:9) w |pixals
4 Video Stream ompression: [0..100]

D Mirror image

Rotate image: degrees

b Live View Config Video Stream

Maximum frame rats:

@ Unlimited

» Detectors

» Applications
Overlay Settings

+ Events
D Include overlay image at the coordinates: X l:l [0..] ¥ I:I [0..]

» Recordings Include date Include time
il Includs text: Alpha
Languages

} System Options Text color: Text background color:
Place text/date/time at of image

About

Preview

View image stream while configuring. Video format: | MIPEG Vl | Open...

Save | Raset |

AXIS M3114 Network Camera

Stream profile
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Die Kamera mit dem ONVIF Protokol und dem korrekten ONVIF Accout (kann im Axis Web-Interface

erstellt werden) hinzufiigen

Manufacturer
IP Address IP Address
RTSPMode
RTSP Port
HTTP Port
Usemame
Password
Total Channels

ji C
Added Device & Remote CH No

Channel ~
Decode Strategy

Encryption

Server Type

ONVIF

192.168.2.225

Custom

554

80 (

admin

General

Auf dem Rekorder unter Kamera > Kanalname den Kanal Namen vergeben (selber Name wie im Axis
Web-Interface)

@ Waiting for 192.168.

SETTING

m CAMERA

Camera List

Channell
Image

Channel3
Encode

N wyy
> Camera Name

PTZ o

CAM 9

CAM 13

Alpha

IPC-PFW8601-A180

CAM 10

CAM 14
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@ Waiting for 192.168.2.234

D2 Alpha




